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A Leader In Diesel Fuel Management Technology

STANADYNE ®

Which Stanadyne Diesel Fuel Additive Is Right For You?
PERFORMANCE PERFORMANCE WINTER 1000® LUBRICITY

FORMULA® FORMULA® FORMULA FORMULA®

JUNIOR

Wax Modifier-Pour Point Depressant
Lowers temperature at which fuel • •
will pour by up to 40°F (22°C)

Wax Dispersant (patented)
Keeps wax crystals evenly • •
distributed throughout the fuel

Alcohol-Free
Avoids harmful corrosion and accelerated • • • •
wear caused by alcohol use

Freeze Depressant
Lowers freeze-point of water in fuel • •
Deposit Modifier
Softens hard deposits allowing for their • • • •
removal. Meets Cummins L10

Detergent
Cleans existing soft deposits and • • • •
prevents additional deposit build-up

Lubricant
Coats internal parts of fuel system to • • •
allow better fuel flow and less friction

Corrosion Inhibitor
Protects fuel injection parts from • • •
rust and corrosion

Water Demulsifier
Causes water to come out of emulsion/ • • • •
suspension so Filter/Separator can remove it

Anti-Oxidant
Fights formation of corrosion and • • •
rust. Keeps fuel fresher

Cetane Improver
Improves power, reduces emissions, faster •
start-ups, smoother idling and acceleration

Highly Concentrated Lubricant
For use in fuels with very poor •
lubricating properties

Treatment Ratio 1:500 1:1000 1:1000 1:1000




